
 

 

 

 
 

XTRA 19 - front 

 
 

 
 
 

XTRA 19 - rear 

    
 
 

The XTRA motorized dimming shutter is designed to smoothly 
control the light intensity of non-dimmable HMI, CDM and 
MSR fixtures. It fits with high quality DC motor which provides 
high speed action to ensure no delay in fading cue. It 
consists of conventional tungsten as well. The motor and 
gearbox assembly is designed in low noise construction for 
using during productions. It dims the light without color 
temperature shifting.

RDM Features (Remote Device Management) 
Protocol DMX512-A, ANSI E1.20-2006 RDM. 
DMX channel Max 6, depends on SET selected 
RDM identification Unique address ex-factory (UID) 
Device Label User definable description, max. 32 characters 
Below features can 
be  

remotely set or monitored via RDM 

Fastest close to open 
time 

0.2 sec 

Step resolution 256 - 4,096 steps 
LED display duration 30 / 45 / 60s / ON 
DMX address Individual assignable 
Part lifetime Built-in counter, resettable 
Shutter lifetime Built-in counter, non-resettable 
Shutter reset Trigger 

 
Mechanical Data 
Construction Lightweight rigid aluminium alloy sheets construction, 

Metal shafts embedded in engineering plastic holders 
keeping shutter blades in positions to rotate smoothly and 
noiselessly. 

Paint / finish Metal constructions coated with black epoxy-polyester 
powder paint. White colour painting could be made to 
order upon request. 

Shutter blades 12 pcs horizontal steel blades 

 
Electrical Data 
Motor One DC servo motors directly fixed to the blades 

rolling transmission shaft by gear box. 
Resolution 12-bits 
DMX / power in XLR 4-pin male – DMX 512 and 24V DC power 
DMX / power out XLR 4-pin female – DMX 512 and 24V DC power 
Daisy chain Up to 6 units per power distribution unit (PDU6M) 
Power consumption 11W 
Current requirement 0.6 amps (24V DC) 

 
Operational Data 
DMX channels Max 6 channels, depends on SET selected, 

including  1) Local address and blades positions 
2) LED display duration  
3) Reset  
4) Blades rotating speed 
5) Step resolution  
6) Built-in scenes 

Open to close time 0.2 sec – 1,200 sec 
LED status indicators Red=power; Green=system; Amber=signal 
3 manual buttons Manually set DMX channels & RDM features.  
Reset  By local button, or via DMX or RDM. 
LED display duration 30 / 45 / 60s / ON 

 

D I M M I N G  S H U T T E R 
X  T  R  A          1 9 
X  T  R  A          1 9 F (fan cooling) 
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Dimming Shutter Dimensions 
 

 

Ordering Information 
Model Order 

number 
XTRA19 C640 
  

 
Accessories 
PDU6M Power distribution unit for 6 Dimming shutters/ 

colour scrollers with RDM features. 
C980 

PDU8DCE Power distribution unit for 8 Dimming shutters/ 
colour scrollers. 

C960 

Shutter cable Signal and power cable for connecting 
shutters. 

--- 

UDM-1 USB to DMX interface box with RDM features. C760 

 
 
 

Installation diagram 
 

     

 
 
 
 
 
  

Environmental Data 
Operation humidity 5-95% non-condensing 
Operation temperature 0-40℃  (32-104℉) 

 
 
Physical Data 
Model X T R A 19  /  X T R A 19F 
Net weight (kg) 2.5 
Gloss weight (kg) 3 
Dimensions 
(mm) 

W / D / H 
290 x 50 x 340 

Aperture (A) (mm) 195  
Backplate (B) (mm) 253 x 253 
Barndoor slots (mm) 215 x 215 
Packing size 
Outer box (6 in 1) (mm)  

W / D / H 
720 x 420 x 460 

Gloss weight (6 in 1) (Kg) 20 
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Macostar reserves the right to change the specification without prior notice. 
Macostar International Ltd: XTRA19 - DATA – V3.2 – 13 Sept 2011 


